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SLV VALETO® MALANG

Indoor LED surface-mounted wall and ceiling light,
RGBW, 2700-6500K

A revitalised SLV Classic. The MALANG luminaire! Be-
cause of the installed SLV VALETO® technology, con-
trolling the light source is child?s play. Be it colourful or
simply white with the right colour temperature. The
MALANG provides you with every option.
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EXPERIENCE LIGHT JrSLV

TECHNICAL DATA

Item no.:

1002858

Lamps included

0

Primary nominal voltage

100-240V ~50/60Hz mA/NV

Secondary power / secondary voltage 24 mAN
Length 50.0 cm
Height 12.6cm
Diameter 50.0 cm
Net weight 4.914 kg
Gross weight 6.387 kg
IP Code IP 20
Safety class |
Assembly Surface

Assembly details

Ceiling,Ceiling,Wall

Wattage 39.0W
Lumen 2750 Im
Beam angle 110°
Color white
CRI >80
UGR? 19.0000
LXXBXX data 70/50
Service life 30000 h
Ambient temperature 25°C
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Minimum ambient temperature -20 °C

Maximum ambient temperature 40 °C
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Accessories

1001950 MEDO 5m suspension , white

1001951 MEDO 5m suspension , silver-grey

1001952 MEDO 5m suspension , black

1002994 SLV VALETO® remote control , for
controlling CCT and RGBW functions

135250 SUSPENSION SET , for MEDO round
pendant, round, black, 5-wire

135251 SUSPENSION SET , for MEDO round
pendant, round, white, 5-wire

135254

SUSPENSION SET , for MEDO round
pendant, round, silver-grey, 5-wire

Notes




