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TOTHEE

spot for SLV D-TRACK 2-phase high-voltage track
LED, 3000K, white, 15°, incl. 2-phase adapter

Turnable and tiltable 240V LED spot TOTHEE LED with
suitable adapter for the 2-phase 240V track system. The
spot is fitted with a warm-white Premium LED and comes
in two colours. These dimmable luminaires were exclus-

ively designed by Memyselfandi.
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TECHNICAL DATA

EXPERIENCE LIGHT JrSLV

Item no.:

140251

Lamps included

0

Number of different light outlets

1

Primary nominal voltage

220-240V ~50/60Hz mA/V

Last updated 2020-09-11 13:39:09 | Subject to technical changes

Secondary power / secondary voltage 350 mAN
Vertical tilting range 90 °
Horizontal rotation range 350 °
Length 9.6 cm
Height 15.0cm
Diameter 10.0cm
Net weight 0.379 kg
Gross weight 0.495 kg

IP Code IP 20
Safety class |

Assembly Surface
Assembly details Track Ceiling
Dimmable Ja
Dimming technology trailing edge
Wattage 17.0W
Lumen 1250 Im
Colour temperature 3000 Kelvin
Beam angle 25°
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Color white
CRI >80
Binning 6
LXXBXX data 70/50
Service life 30000 h
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