
TECHNICAL DATASLEEK SPOT
spot for 240V 3-phase track, HIT, white,  max. 70W, in-
cl. 52° reflector and 3-phase adapter

Adjustable professional high-voltage spot SLEEK SPOT
with suitable adapter for the 3-phase 240V track system.
Designed for G12 discharge lamps, the spot is suitable for
70W lamps thanks to the integrated ballast. In addition, it
is available in several colours and beam angles. The mod-
ern, electronic ballast is integrated in the rear part of the
housing. As an optional accessory, we offer decorative
rings in housing or reflector colour. The factory-fitted re-
flector can be replaced with other beam angles if required.

Item no.: 153661

Socket G12

Lamp HIT-CE

Number of sockets 1

Lamps included 0

Primary nominal voltage 220-240V ~50/60Hz mA/V

Tilt range 90 °

Horizontal rotation range 350 °

Length 20.5 cm

Width 16.8 cm

Height 13.5 cm

Net weight 0.85 kg

Gross weight 1.156 kg

IP Code IP 20

Safety class I

Assembly Surface

Assembly details Ceiling,Track Ceiling,Track Wall,Wall

Wattage 82.0 W

Color white
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Accessories

153670 DECO RING , for SLEEK SPOT, black

153671 DECO RING , for SLEEK SPOT, white

153672 DECO RING , for SLEEK SPOT,
chrome

153674 DECO RING , for SLEEK SPOT, sil-
ver-grey

153684 REFLECTOR , for SLEEK SPOT, alu-
minium, 52°

Notes
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