d d d 4 Jddddddddald
d 4 JdddddddddddAdadad
ddddddddildidldlidddada 4 Jod dddddddddadd
d Jd dddddaddddddddddal

EXPERIENCE LIGHT JrSLV

EURO SPOT TECHNICAL DATA

spot for 240V 3-phase track, QPARS51, white, max. 25- ltem no.: 153851
W, incl. 3-phase adapter

Socket GU10
Adjustable high-voltage spot EURO SPOT with suitable
adapter for the 3-phase 240V track system. Thanks to the Lamp QPARS51
GU10 socket installed in the cylindrical aluminium lamp
head, the luminaire is suitable for halogen and LED lamps Number of sockets 1
with a diameter of up to 5 cm. Lamps included 0

Primary nominal voltage

230V ~50Hz mA/N

Tilt range 90 °
Horizontal rotation range 350 °
Length 12.3cm
Height 17.2cm
Diameter 8.0cm
Net weight 0.506 kg
Gross weight 0.643 kg
IP Code IP 20
Safety class |
Assembly Surface

Assembly details

Ceiling, Track Ceiling, Track Wall,Wall

Wattage 25.0 W
Color white
BIG WHITE Page 360
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Recommended lamp

1005075 LED lightbulb QPARS51 , GU10,
2700K, grey

560122 MASTER LED GU10 , Philips, 3.5W,
40°, 2700K, dimmable

Notes




