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ACCANTO SPOT SQAURE TECHNICAL DATA

wall light, LED, 3000K, square, black shade, max. 24W ltem no.: 155670

The ACCANTO SPOT SQUARE offers a mixture of steel Socket E27

and textile elements. Besides the main light source it is

equipped with a 1 W LED reading light in warm white light Number of sockets 1

colour. There are two switches for individual control of

both light sources installed which fit in with the overall Lamps included 0

design. With the beam angle selected for the LED reading - :

light, it is almost glare-free and thereby ensures a comfort- Primary nominal voltage 230V ~50Hz mANV

able light which relaxes the user. Thanks to the tilting and i R

o ) Tilt range 180

swivelling joint piece, the LED can be appropriately

aligned. The E27 lamp socket, behind the main lamp Horizontal rotation range 295 ©

shade as well as the built-in LED converter, means that the

ACCANTO SPOT SQUARE is ready for direct connection Width 26.0 cm

to the 230V mains supply. The luminaire contains built-in

LED lamps. Height 26.0cm
Depth 13.0cm
Net weight 0.84 kg
Gross weight 1.399 kg
IP Code IP 20

Safety class |

Assembly Surface
Assembly details Wall

' I Wattage 1.0W
Lumen 100 Im
Colour temperature 3000 Kelvin
Beam angle 30°
Color black
CRI >80
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Recommended lamp Binning 3
LXXBXX data 70/50
1002127 LED lamp , A60, E27, 2700K 280°, 7W,
dimming switch Service life 30000 h
1003090 LED lamp , A60, E27, 2700K, 810Im, BIG WHITE Page 194
270°, dimmable, frosted glass

Notes




