d d d 4 Jddddddddald

J 4 J1414d14d1adadaaaal X
4144J143333433234333d 2 4 1 414121123231 EXPERIENCE LIGHT "SLV
3 4 4 41411123311333341
4|&'
"—
o= .
& “":::'

RASTO TECHNICAL DATA
recessed ceiling light for grid ceilings, LED, 4000K, ltem no.: 158901
white, L/W 59.6/59.6 cm, 4000Im, 39W
Lamps included 0
With our RASTO LED recessed fitting we offer you a mod-
ern and space-saving solution for an efficient type of basic Number of different light outlets 1
lighting. It comes with a neutral white colour of light. De-
signed for grid ceilings with a 60x60 cm dimension, the Primary nominal voltage 220-240V ~50/60Hz mANV

RASTO LED is supplied ready for installation. With a total

output of 2 x 18 W and a luminous flux of approx. 4,000 Secondary power / secondary voltage 600 mAV

Igmgn, you achieve a pleasant, uniform and glare—freg Length 59.6 om

lighting sensation. Thanks to the pre-installed LED driver,

the RASTO LED is ready for direct connection to the 230V Width 59.6 cm

mains supply. This luminaire includes built-in LED lamps.
Height 5.7 cm
Installation depth 10.0cm
Net weight 3.5kg

574 Gross weight 4.165 kg
IP Code IP 20

59,6 59,6

Safety class |
Assembly Recessed
Assembly details Ceiling
Wattage 38.0W
Lumen 4000 Im
Colour temperature 4000 Kelvin
Beam angle 90°
Color white
CRI >80
UGR ? 22.0000
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LXXBXX data 70/50

Service life 50000 h

Notes




