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DASAR 215

outdoor inground fitting, QPAR111, IP67, square,
stainless steel 316, max. 75W

The walkable 240V inground fitting with a square stainless
steel shade and transparent glass cover. With its IP67 pro-
tection class, the luminaire is suitable for outdoor use. To
achieve exact illumination, the lamp is multi-directional.
The electrical connection is made directly to the 230V
mains supply. A mounting pot is included in the delivery for
simple assembly. Moreover, it offers the option of
through-wiring. A diffuser insert is available separately as
an optional accessory.
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TECHNICAL DATA

EXPERIENCE LIGHT JrSLV

Item no.: 229234
Socket GU10
Lamp QPAR111
Number of sockets 1

Lamps included 0

Primary nominal voltage

230V ~50Hz mA/N

Length 21.5¢cm
Width 21.5¢cm
Depth 16.0cm
Installation diameter 20.0cm
Installation depth 18.0cm
Net weight 3.206 kg
Gross weight 3.847 kg
IP Code IP 67
Safety class |

Impact resistance class IKO8
Impact resistance 5 Joule
Assembly Recessed
Assembly details Ground
Wattage 75.0 W
Color stainless steel

Mechanical loading
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Recommended lamp BIG WHITE Page

730

1003087 LED lamp , QPAR111, GU10, 4000K,
1100Im, 30°, dimmable

1003088 LED lamp , QPAR111, GU10, 4000K,
1000Im, 140°, dimmable

Notes




