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MYRA WALL TECHNICAL DATA

outdoor wall and ceiling light, single-headed, QPARS51, ltem no.: 233105

IP55, anthracite, max. 50W
Socket GU10

The wall and ceiling light of the MYRA series is made from

painted aluminium and glass, which covers the lamp(s). Lamp QPAR51

The lamp heads can be rotated and swivelled. With pro-

tection class IP55, it is suitable for outdoor use. The elec- Number of sockets 1

trical connection of the luminaire, which comes in various L included 0

colours, is directly to the 230V mains supply. The MYRA amps include

series includes otherlfloor stands, display fittings and can Primary nominal voltage 230V ~50Hz MAN

therefore be used universally.
Tilt range 45 °
Horizontal rotation range 340 °
Width 8.0cm
Height 10.5cm
Diameter 7.0cm
Depth 15.0cm
Net weight 0.566 kg
Gross weight 0.636 kg
IP Code IP 55
Safety class |
Assembly Surface
Assembly details Ceiling,Wall
Wattage 50.0 W
Color anthracite
BIG WHITE Page 690

Last updated 2020-09-11 13:39:09 | Subject to technical changes slv.com | 1/2



Recommended lamp

1005077 LED lightoulb QPAR51 , GU10,
2700K, black
1005081 LED lightoulb QPAR51 , GU10,
4000K, grey
Accessories
233215 FRAME , for MYRA DISPLAY,

MYRALED WALL, MYRA WALL, ENO-
LA_C and MYRA, anthracite




